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C3 
Actuator 

C3 ACTUATOR 304 - AIR/SPRING  

• 304 STAINLESS STEEL. 

• AIR OPEN / SPRING RETURN OPERATION. 

• FOR USE WITH: 1" - 3" BUTTERFLY VALVES. 

• CAN BE USED WITH OR WITHOUT A CONTROL BOX. (C3 TYPE CONTROL BOX) 

• SIGNAL CONTROL: CAN BE CONNECTED WITH M12 SCREWED PROXIMITY SWITCH - PNP OR NPN. 

• C3 SHUT OFF TIME: 1.5 SECONDS. 

• C3 OPERATING AIR PRESSURE: 6KG/CM2 - MIN: 5 BAR - MAX: 9 BAR COMPRESSED AIR. 

• C3 AIR CONSUMPTION: 0.266 LITRE @ 5 BAR. 

• MAX OUTPUT TORQUE: 20N/M. 

• ACTUATOR DRIVE HEAD: 12MM X 8MM. 

• INDIVIDUALLY WRAPPED C/W MOUNTING KIT. 

• C3 WEIGHT: 3.85KG. 

• WORKING TEMPERATURE: -10°C TO +140°C. 

• PRODUCT CODE:  2100857 

01604 750380 
sales@bdeltd.co.uk 
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• GRADE 304 STAINLESS STEEL. 

• FOR USE WITH C2 & C101 ACTUATOR. 

• 3A 125V AC, 30V DC 2 X MICRO SWITCHES. 

• 24V DC 3.0 SOLENOID VALVE - 2.6W 

• IP64 RATED. 

• PRODUCT CODE: 2100870. 

ITEM PART NAME QTY MATERIAL 

1 COVER 1 304 ST/ST 

2 SWITCH PLATE 1 304 ST/ST 

3 PLASTIC HANGER 2 304 ST/ST 

4 MICRO SWITCH 2 3A 125VAC; 30VDC 

5 AIR MANIFOLD 1 304 ST/ST 

6 ELECTRO-VALVE 1 DC24  3.0W 

7 AIR CONNECTION 1 COPPER 

8 E/N CONNECT PIECE 1 304 ST/ST 

C2/C101  
Control Box 

WIRING DETAILS 
* Indicates lead wire colour 

01604 750380 
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C101 ACTUATOR 304 - AIR/SPRING  

• 304 STAINLESS STEEL. 

• AIR OPEN / SPRING RETURN OPERATION. 

• FOR USE WITH: 4" BUTTERFLY VALVES. 

• CAN BE USED WITH OR WITHOUT A CONTROL BOX. 

• C101 SHUT OFF TIME: 1.7 SECONDS. 

• C101 OPERATING AIR PRESSURE: 6KG/CM2 - MIN: 5 BAR - MAX: 9 BAR COMPRESSED AIR. 

• C101 AIR CONSUMPTION: 0.550 LITRE @ 5 BAR. 

• MAX OUTPUT TORQUE: 30N/M. 

• ACTUATOR DRIVE HEAD: 12MM X 12MM SQUARE. 

• INDIVIDUALLY WRAPPED C/W MOUNTING KIT. 

• WORKING TEMPERATURE: -10°C TO +140°C. 

• C2 WEIGHT: 4.7KG. 

• PRODUCT CODE: 2100860 

C101 
Actuator 
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